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BKP-D/016-M08 MO8 6,0 [1610MR42; 08 =858 9 010) 40 ~2,1 kg. 400 ~21,0 kg.
BKP-D/016-M10 16 M10 6,0 16,0 420 105 900 40 ~2,1 kg. 400 ~21,0 kg.
BKP-D/016-M12/SD M12 6,0 16,0 42,0 13,0 90,0 40 ~2,1 kg. 400 ~21,0 kg.
BKP-D/025-M08 MO8 7,0 16,055 474210 815 == =900 40 ~2,0 kg. 400 ~20,0 kg.
BKP-D/025-M10 25 M10 7,0 160 420 105 90,0 40 ~2,0 kg. 400 ~20,0 kg.
BKP-D/025-M12/SD M12 7,0 16,0 42,0 13,0 90,0 40 ~2,0 kg. 400 ~20,0 kg.
BKP-D/035-M08 MO8 8,5 G0 4207 85 L 40 ~2,0 kg. 400 ~20,0 kg.
BKP-D/035-M10 35 M10 8,5 16,0882 0 ] 01589010 40 ~2,0 kg. 400 ~20,0 kg.
BKP-D/035-M12/SD M12 85 16,0 42,0 13,0 90,0 40 ~2,0 kg. 400 ~20,0 kg.
BKP-D/050-M08 MO8 965 20/08 431078 8I58-+ 900, 30 ~2,0 kg. 300 ~20,0 kg.
BKP-D/050-M10 50 M10 96 2 2010 =4 3108 5105+ *¥90/0 30 ~2,0 kg. 300 ~20,0 kg.
BKP-D/050-M12/SD M12 9,6 20,0 43,0 13,0 90,0 30 ~2,0 kg. 300 ~20,0 kg.
BKP-D/070-M08 MO8 ({F5 A2 0104310 S E 5 N9 010) 30 ~2,0 kg. 300 ~20,0 kg.
BKP-D/070-M10 70 M10 {11155 S2010 S8 481081015 a9 010, 30 ~2,0 kg. 300 ~20,0 kg.
BKP-D/070-M12/SD M12 11,5 20,0 43,0 13,0 90,0 30 ~2,0 kg. 300 ~20,0 kg.
BKP-D/095-M08 MO8 [13:5:" * 20/08813:06558:5 SENO0(0 30 ~1,8 kg. 300 ~18,0 kg.
BKP-D/095-M10 95 M10 ((B15R 20108 4310 L1075 389010 30 ~1,8 kg. 300 ~18,0 kg.
BKP-D/095-M12/SD M12 13,5 20,0 43,0 13,0 90,0 30 ~1,8 kg. 300 ~18,0 kg.
BKP-D/120-M08 MO8 (165,09 525! 0 60|05 X O16MI1i 510, 15 ~1,9 kg. 150 ~19,0 kg.
BKP-D/120-M10 120 M10 {51025 (R 6 0JOME. 21015 R {1510 15 ~1,9 kg. 150 ~19,0 kg.
BKP-D/120-M12/SD M12 15,0 25,0 60,0 13,0 115,0 15 ~1,9 kg. 150 ~19,0 kg.
BKP-D/150-M08 MO8 (16168 925:0 560, 05N> B((l5,0 15 ~1,8 kg. 150 ~18,0 kg.
BKP-D/150-M10 150 M10 16700025, 0 6010 gEM10:5F 751150 15 ~1,8 kg. 150 ~18,0 kg.
BKP-D/150-M12/SD M12 16,6 25,0 60,0 13,0 115,0 15 ~1,8 kg. 150 ~18,0 kg.
BKP-D/185-M08 MO8 18155 21 IR GUTOR 6168 2250 8 ~1,8 kg. 80 ~18,0 kg.
BKP-D/185-M10 185 M10 ({815 32! M6 0105 N UI5AE12240 8 ~1,8 kg. 80 ~18,0 kg.
BKP-D/185-M12/SD M12 18,5 32,0 60,0 13,0 122,0 8 ~1,8 kg. 80 ~18,0 kg.
BKP-D/240-M08 MO8 24707 5532,0 86,0, S 8 1 22/ ) 8 ~1,7 kg. 80 ~17,0 kg.
BKP-D/240-M10 240 M10 21/ 0O 21 0N 6010 1 0I5FE(22/0 8 ~1,7 kg. 80 ~17,0 kg.
BKP-D/240-M12/SD M12 21,0 32,0 60,0 13,0 122,0 8 ~1,7 kg. 80 ~17,0 kg.
BKP-D/300-M08 MO8 28108+ 340 6 7: 0 = 8" N 25 1) 8 ~1,8 kg. 80 ~18,0 kg.
BKP-D/300-M10 300 M10 28107 = 34T0NNN62] 0 1 01688112510 8 ~1,8 kg. 80 ~18,0 kg.
BKP-D/300-M12/SD M12 23,0 34,0 62,0 13,0 1250 8 ~1,8 kg. 80 ~18,0 kg.
BKP-D/400-M12/SD 400 M12 26,0 38,0 70,0 13,0 159,0 5 ~1,9 kg. 50 ~19,0 kg.
BKP-D/500-M18/SD 500 M18 29,0 47,0 75,0 19,0 167,0 3 ~1,8 kg. 30 ~18,0 kg.
BKP-D/625-M20/SD 625 M20 34,0 54,0 80,0 21,0 200,0 8 ~6,8 kg. 16 ~13,8 kg.

BKP-D SPECIFICATIONS

METERIAL ELECTROLYTIC COPPER / ALUMINIUM
COATING NATURAL BRIGHT
JOINT CLAMP COUPLING

CONFORMED TO DIN 48201 ALUMINIUM CABLE

CONFORMED TO DIN 46329 TUBE DIMENSIONS
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